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 Produced in 32 mm galvanized and polyester 
lacquered steel tubes. Non-corrosive alu-zinc 
back-sheets. Anti-reflex APET front panels 
with magnetic closure, included. Non corrosive 
quality.

 Strassenständer - 32 mm Stahlrohr, galvani-
siert und polyesterlackiert. Rostfreie und unlack-
ierte Alu-Zink Rückplatten. Entspiegelte APET 
Front-platten mit Magnet. Rostfreie Qualität.

 Gadeskilt af 32 mm galvaniseret stålrør, 
fosfateret og polyesterlakeret. Rustfri alu-zink 
bagplader, ulakeret. Antireflex APET front- 
plader med magnetlukning. Rustfri kvalitet.

H
ei

gh
t

Width

Ø 32 mm

WHITE RAL 9003

BLACK RAL 9005

 Model Article Poster size  Color Total W x H Header/logo Package size and weight Pallet size and quantity
 101 3406 50 x 70 cm  White 59 x 122 cm 28 x 50 cm 62 x 131 x 8 cm 13 kg 80 x 120 x 220 cm 20 pcs.
 101 3406BL 50 x 70 cm  Black 59 x 122 cm 28 x 50 cm 62 x 131 x 8 cm 13 kg 80 x 120 x 220 cm 20 pcs.
 101 3407 59,4 x 84,1 cm A1 White 69 x 148 cm 59 x 33 cm 74 x 153 x 8 cm 17 kg 80 x 150 x 220 cm 20 pcs.
 101 3407BL 59,4 x 84,1 cm A1 Black 69 x 148 cm 59 x 33 cm 74 x 153 x 8 cm 17 kg 80 x 150 x 220 cm 20 pcs.
 101 3408 70 x 100 cm  White 78 x 163 cm 70 x 37 cm 81 x 172 x 8 cm 25 kg 80 x 150 x 220 cm 20 pcs.
 101 3408BL 70 x 100 cm  Black 78 x 163 cm 70 x 37 cm 81 x 172 x 8 cm 25 kg 80 x 150 x 220 cm 20 pcs.

Can be mounted with  
3’’ wheels

Look under spare parts

Front 
panel with 
magnetic 

closure
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Optional 
brochure  

holder
Art. 2795:

Fitting for box

 Brochure holder in steel
 Size   Art. no.

 For A4 brochures    6420

 

 Acrylic brochure holders
 Size   Art. no.

 For business cards   7510

 For A6 brochures, vertical  2794

 For A6 brochures, horizontal 2812

 For M65 brochures   2797

 For M65 brochures, deep  2813

 For A5 brochures   2798

 For A4 brochures   2799

 For A4 brochures, deep  2796

 Fitting for brochure box, silver 2795


